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CAUTION : TO REDUCE THE RISK OF ELECTRIC SHOCK,
DO NOT REMOVE COVER
NOT USER SERVICEABLE PARTS INSIDE
REFER SERVICING TO QUALIFIED SERVICE PERSONNEL
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Mounting screws Screw
Block cD
L-wrench
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1/2.8” Sony 2Mega STARVIS image sensor

Max. 30fps/Full HD (1920x1080) Resolution
ONVIF profile S Compliant

Triple codec(H.264, H.265, MJPEG)

2.8~12mm DC auto iris motorized megapixel lens
True Day & Night with ICR mechanism
Real-WDR(Wide Dynamic Range)

3D DNR (Digital Noise Reduction)

Option: PoE (IEEE802.3af)

Specifications

Please tighten up 3pcs of fixed screws
by L-wrench after closing dome cover.

Model

Image Sensor
Size

Scan System
Total Pixels
Effective Pixels
Day & Night
Privacy Area

Motion Detection

EC-NPP-RuggedDome IP MZ
Sony 2Mega STARVIS image sensor
1/2.8 inch
Progressive Scan
2000(H) x 1121(V), 2.24 Mega Pixels
1984(H) x 1105(V), 2.19 Mega Pixels
Auto / Day(Color) / Night(BW), ICR Control
On / Off (6 Programmable Zones)

48 Zone, Sensitivity 1 ~ 5 Step, On / Off

IBRR! Auto, 1/15 ~ 1/9000, On / Off
Real WDR WDR, On/Off
3DNR Digital Noise Reduction, 1 ~ 63 Step

Elec. Shutter
Color adjust
White Balance
0OSD Display

Image Mirror

Auto(1/15~1/15000), Suppress Rolling, Manual
Bright / Contrast / Saturation / Sharp / Hue
Auto / Indoor / Outdoor / Fluorescent
Text, Data, Time, Event, On / Off

Normal / Mirror(H) / flip(V) / Both(HV)

Ext, Video VBS 1.0Vp-p
Cable
Power Supply DC12[V] = 10%
CVBS / BLACK Operating Temp 0C ~+50C
m:malﬂﬂ — Preservation Temp -10C ~+60C
Humidity 0% ~ 90%
IPILAN CABLE Lens 2.8~12mm DC auto iris motorized MP lens

DC 12v

Toll-Free 866-264-0041

Dimension/mm

Weight/g

118(W) X 88.5(H), Dome ®80

Approx. 1310

All specification and pictures are subject to change without notice to improve quality.

WWW.Eenvirocams.com

Tech Support 866-283-6003



